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Document No.

CABLINE-UY PLUG SHELL A Packing Standard PST-19066

1. HEmBFR/Product Name
CABLINE-UY PLUG SHELLA

TS /Part Number
3568-0**1

2. HRE4448},Packing Material

HEES VR D—LiE —)LiE VA e
Part No. Pos. (DIAMETER) (REEL WIDTH) (PACKING CATON)
3568-0051 5P 406 x 406 x 214
9380 34.0
3568-0101 10P OUTER

3. #HEIEE /Packing Quantity

HEES DER AEL)-) U—ILAER AE BN
Part No. Pos. (QTY. [1REEL] ) (REEL QTY.) (QTY. IN PACKING CARTON)
3568-0051 5P
3,000 4 3,000 x 4 = 12,000
3568-0101 10P

4. I/ Label

PN o CHECK mﬁa@r
QTY @
Lot % & e
| [NAME: |REMARK M
— A
@ (= L.
iAW | MADEIN ™™ «@- [:]é:q
ad-0H SEXCO CO. LT HF
Fig.1 Label sample
@ Part Number
@ Quantity
® Ten Digits Product Lot Number
Y Y D D M M # # # #
Year Month Day Four Digit Code for I-PEX usage
@ Product Name
® QR Code
® Check Stamp
@ Counrty of Origin
Recycle Mark and Compliance Mark
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Document No.

CABLINE-UY PLUG SHELL A Packing Standard PST-19066

5. #RE 757,/ Packing Method

smeEn —
Air bubble sheet{#30)
JiSAwbT=7
Filament taps

smEEn —

Air bubble shest#3T)

saEEd —

Air bubble shest#37)

SonEEH
Air bubble zheet#50)
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[SL143
00O,

8]

(PMN:950000-007)
==

(8]

i

5lHEU75TE l .

Feed Direction

U=l
Reel (P/N: 950229-006)
FER%E Coiling paper

jmy-- )
OO0 ==

Packing Label (P/M: 950005-500)

=EREF -

Triangular cylinder (Corrugated paper)

/ TSAFuh ST - THEAL,

Ioph=NgalE. (ETH)

Use transparen! plastic tape

PR P and three tapes sealing(Top & Bottom)
Packing carion

1B 54%% Packing Label

(F/N: 950005-500)

Fig.2 Packing Method
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Document No.

CABLINE-UY PLUG SHELL A Packing Standard PST-19066
[E5C./ Note]

FPUPOOREEFR 1 BRFA TN

Bz 2 B EEL

There must be at least two turns of coiling paper

Coiling paper

Carrier

Fig.3 Connection of carrier

FrUPOOREEFINGSIHE(F. IFRmZE(T"'ONE CONNECTION'EZRIRY B,
Fr)7OORETEFROMICE., Bz 2 B L&,

Connection of carrier: 1 connection MAX. / reel
To write the label “ONE CONNECTION”, when we connect the carrier.

There must be at least two turns of coiling paper between the first and the second carrier.
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